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DRILLING | APX Drill: Deep Hole / Large Diameter Replaceable Insert Drilling System

APX Drill Heads

76 Series |

[No\ |

Diameter Range: 2.9918" - 3.2673” (76.00mm - 82.99mm)
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[N\o\ |

B v
‘ Lo T-A® Head Lo GEN3SYS® XT Head
Heads
w
% Head T-A Head GEN3SYS XT Head
: ED | EB ab
D Dy Ds Pilot — = Pilot | ! ~—3 | ICInsert
fractional | inch mm D, Lg Part No. Series |GEN2 T-A Insert| T-A (-TC) Insert Part No. Series | Pilot Insert Size
- 2.9921 | 76.00 |1-7/32|13/32| V7602S-76 2 4C*2H-0107 | 1C12H-0107-TC | V7629S-76 29 7C*29P-0107 1/2
3 3.0000 | 76.20 |1-7/32|13/32| V76025-0300 2 4C*2H-0107 | 1C12H-0107-TC | V7629S-0300 29 7C*29P-0107 1/2
3-1/16 | 3.0625 | 77.79 |[1-7/32]13/32| V7602S-0302 2 4C*2H-0107 | 1C12H-0107-TC | V76295-0302 29 7C*29P-0107 1/2
C - 3.0709 | 78.00 |1-7/32|13/32| V7602S-78 2 4C*2H-0107 | 1C12H-0107-TC | V7629S-78 29 7C*29P-0107 1/2
3-1/8 3.1250 | 79.38 |1-7/32|13/32| V76025-0304 2 4C*2H-0107 | 1C12H-0107-TC | V7629S-0304 29 7C*29P-0107 1/2
- 3.1496 | 80.00 |1-7/32|13/32| V7602S-80 2 4C*2H-0107 | 1C12H-0107-TC | V7629S-80 29 7C*29P-0107 1/2
A 3-3/16 | 3.1875 | 80.96 |1-7/32|13/32| V7602S-0306 2 4C*2H-0107 | 1C12H-0107-TC | V7629S-0306 29 7C*29P-0107 1/2
j§> - 3.2282 | 82.00 |1-7/32|13/32| V7602S-82 2 4C*2H-0107 | 1C12H-0107-TC | V7629S-82 29 7C*29P-0107 1/2
= 3-1/4 3.2500 | 82.55 |1-7/32|13/32| V76025-0308 2 4C*2H-0107 | 1C12H-0107-TC | V7629S-0308 29 7C*29P-0107 1/2
) *Denotes carbide grade (1=C1,2 =C2)
IC Inserts
D A H]:]MMD = Admissible
Coating Size Grade Geometry Part No. Insert Screw Insert Driver Tightening Torque*
w AM300® 1/2 C5 Standard OP-080508-PW 74012-1P15-1 8IP-15 61.0 in-lbs (690 N-cm)
;CU AM300°® 1/2 C1l Standard OP-080508-1PW 74012-1P15-1 8IP-15 61.0 in-lbs (690 N-cm)
é AM300°® 1/2 C5 High Rake OP-080508-PWHR 74012-1P15-1 8IP-15 61.0 in-lbs (690 N-cm)
S AM300°® 1/2 C5 High Impact OP-080508-PWHI 74012-1P15-1 8IP-15 61.0 in-lbs (690 N-cm)
% *Tightening torques are calculated with a friction coefficient of u = 0.14 and develop 90% of ultimate yield strength
Wear Pads
o\ (Cm —
E 'N " Admissible
Part No. Insert Screw Insert Driver Tightening Torque*
= WP7095 7358-1P10-1 8IP-10 27.0 in-lbs (300 N-cm)
% *Tightening torques are calculated with a friction coefficient of u = 0.14 and develop 90% of ultimate yield strength
m
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2 Pilot Accessories
(0)
(Cum —ag» admissble
Pilot Style Series Insert Screws Insert Driver Tightening Torque*
T-A 2 7495-1P15-1 8IP-15 61.0 in-lbs (690 N-cm)
GEN3SYS 29 7495-1P15-1 8IP-15 61.0 in-lbs (690 N-cm)
X *Tightening torques are calculated with a friction coefficient of u = 0.14 and develop 90% of ultimate yield strength
Non-stocked diameters are also available. Follow the examples shown below.
ﬁ AS0: 28-29 AS0: 2-5 Section A20 Section A30 Inch 38 series, T-A (1 series), 1.6790” Part No. = V3801D-1.6790
(@) K P\ e Metric | 38 series, T-A (1 series), 42.15mm Part No. =V3801D-42.15
= S \ !.é = Q @ ( )
T g = - _Q») Iﬁ/ Yy Wear pads sold in multiples of 2 | Wear pad screws sold in multiples of 4
- ’ IC inserts sold in multiples of 2 | Insert screws sold in multiples of 10
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